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ADNOC LUBRICANTS 
ONE OF THE WORLDS PREMIER PRODUCERS 
OF HIGH QUALITY LUBRICANTS

WHY ADNOC LUBRICANTS?

ADNOC VOYAGER  
ENGINEERED AND TESTED UNDER THE MOST EXTREME 
CONDITIONS TO GIVE POWER, PERFORMANCE AND PROTECTION 

ADNOC VOYAGER is the brand name of ADNOC Distribution’s automotive engine oils used for passenger cars 
& light trucks, and marine lubricants.

With more than nine products categories and 125 different types and grades, ADNOC VOYAGER exceeds 
the highest international specifications, set by the American Petroleum Institute (API) and the European 
Automobile Manufacturers Association (ACEA), JASO, as well as leading vehicle / equipment manufacturers 
like VW, Mercedes Benz, Volvo, Renault, Porsche, MAN, Wartsila, NMMA, GM Siemens and so on.

WHY ADNOC VOYAGER?

Guardianship: VOYAGER goes beyond basic prevention of metal-to-metal contact to form a durable coating 
around the engine guarding against wear, rust and corrosion.

Endurance: VOYAGER enhances engine endurance through its oxidation stability properties that allow engines 
to perform at high temperatures, and for extended hours at a time. It also exceeds the performance standards 
of all major car manufacturers.

Security: VOYAGER bottles feature shroud closure system, making them tamper-proof, easier to stack and with 
an accurate lube-pouring capability.

PASSENGER 
CARS MOTOR OIL

HEAVY DUTY 
MOTOR OIL

MOTORCYCLE/
SCOOTER OIL 

TRANSMISSION 
FLUID

AUTOMOTIVE 
GEAR OIL 

GREASESCOOLANTS 

MAJOR OEM 
APPROVED

JASO APPROVED 
MOTORCYCLE AND 

SCOOTER OILS 

JASO
ISO-17025 

ACCREDITED 
LABORATORY

LATEST GLOBAL 
SPECIFICATION 

LUBRICANTS 

API APPROVED 
ENGINE OILS 

2ND LARGEST OIL 
PRODUCER IN THE 

MIDDLE EAST 



3*(L) Indicates meeting performance level.

Product Name Viscosity Grade Standard Specifications

   

ADNOC VOYAGER GOLD 0W-40

5W-20

5W-30

5W-40

Fully Synthetic. API SN Approved; VW 502.00/505.00 Approved; Porsche Category A40 Approved; 

MB 229.5 Approved; Renault RN 0700/RN 0710 (L) ; BMW Longlife-01 (L); PSA Level 3 (L); ACEA A3/

B4 – 16 Self Approval

ADNOC VOYAGER SILVER PLUS 10W-40

15W-40 

Semi Synthetic. API SN Plus Approved; 

ADNOC VOYAGER SILVER 10W-40 Semi Synthetic. API SN(L)

ADNOC VOYAGER SILVER 10W-30

10W-40

API SN Approved; MB 229.1(L); VW 501 & 505 00(L)/ ACEA A3/B4; RN 710/700(L);

PSA B71(L)

ADNOC VOYAGER BRONZE 20W-50 API SL Approved; ACEA A3/B3 Self Approval; JASO MA2(L) 

ADNOC VOYAGER SJ 40

50

15W-40

20W-50

API SJ Approved;  JASO MA2(L)

ADNOC VOYAGER SF 40

50

10W-40

15W-40

20W-50

API SF

GASOLINE
ENGINE OILS

CARTON PAIL DRUM
1L | 4L 20L 208L

ADNOC VOYAGER SUPER PLUS HD 10W-30

10W-40

15W-40

Fully Synthetic. API CK-4/SN Approved; VOLVO VDS-4.5 Approved;  MAN M3575 (L); Mercedes 

Benz MB 228.31 (L); Renault Trucks RLD-4 Approved;  MTU  Type 2.1 (L); Deutz DQC IV – 10 LA (L);  

Cummins CES 20086 (L);  Mack EOS –4.5 Approved; DDC 93K 218; JASO DH-2; Ford M2C 171-

F1;  Caterpillar ECF-3(L); ACEA E9 ( Self Approval) 

ADNOC VOYAGER SUPER PLUS HD T 10W-30

10W-40

15W-40

Fully Synthetic. API CK-4/SN(L);  VOLVO VDS-4.5 (L);  MAN M3575 (L); Mercedes Benz MB 228.31 

(L); Renault Trucks RLD-4  (L);  MTU  Type 2.1 (L); Deutz DQC IV – 10 LA (L);  Cummins CES 20086 (L); 

Mack EOS –4.5 (L); DDC 93K 218; JASO DH-2; Ford M2C 171-F1  Caterpillar ECF-3(L); ACEA E9 ( 

Self Approval) 

ADNOC VOYAGER ULTRA 15W-40

10W-40

API CJ-4/SN Approved; Volvo VDS-4 Approved; Renault VI RLD-3 Approved;  MACK EO-O Approved; 

MAN 3575 Approved; MB 228.31 Approved; MTU Type 2.1 (L);  DDC 93K218;  ACEA E9 (Self-

Approval) 

ADNOC VOYAGER PLUS HD 10W-30

10W-40

15W-40

Synthetic Base.  API CI-4 Plus Approved; 10 TBN;  ACEA E7 (Self Approval);  MAN M3275 (L);   

Mercedes Benz MB 228.3 (L);  Caterpillar ECF- 2 (L); Volvo VDS-3; Cummins CES 20078; Renault 

Trucks RDL-2; JASO DH; DD93K214

ADNOC VOYAGER PLUS HD T 10W-30

10W-40

15W-40

20W-50

Synthetic Base.  API CI-4 Plus(L); 10 TBN; ACEA E7; MAN M3275(L); Mercedes Benz MB 228.3(L); 

Caterpillar ECF- 2(L);Volvo VDS-3(L); Cummins CES 20078(L); Renault Trucks RDL-2(L); JASO DH(L); 

DD93K214(L)

ADNOC VOYAGER ULTRA SYN 10W-40 Fully Synthetic. API CI-4 Approved;  ACEA E4, E6, E7, E9 (Self Approval); MB-Approval 228.51; MAN 

M3477 and M3271-1 (L); MTU Category 3.1; Volvo VDS-3 (L);  Mack EO-O Premium Plus(L); MACK 

EO-N (L);  Renault RLD-2/ RGD (L);  Deutz DQC IV-10LA; Cummins CES20077 (L)

ADNOC VOYAGER ULTRA SEMISYN 10W-40 Synthetic Base. API CI-4/SL (L); MB 228.5 (L);  MAN 3277 (L); ACEA E4 (Self Approval); Volvo VDS 

3.0(L); Renault RLD 2(L);  Cummins CES 200078(L)

DIESEL
ENGINE OILS
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ADNOC VOYAGER PLUS 10W-30

10W-40

15W-40

20W-50

Synthetic Base. 10 TBN. API CI-4 / SL Approved; MAN M3275-1 (L);  MTU Approved (except series 

8000,4000-04, 956TB31/TB32/TB33 &1600); DCC engine series 2000/4000 Approved; Mercedes 

Benz MB –Approval 228.3 (L); Renault RLD 2 Approved; MACK EO-N Approved; MTU Type 2 

Approved; Cummins CES 200078 (L); ACEA E7(Self Approval); CAT ECF 1a(L); Allison C4(L)

ADNOC VOYAGER PLUS T 10W-30

10W-40

15W-40

20W-50

Synthetic Base. 10 TBN. API CI-4 / SL (L); MAN M3275-1 (L);  MTU (L)  (except series 8000,4000-

04, 956TB31/TB32/TB33 &1600); DCC engine series 2000/4000 (L); Mercedes Benz MB 228.3 

(L); Renault RLD 2 (L); MACK EO-N (L); MTU Type 2 (L); Cummins CES 200078 (L); ACEA E7(Self 

Approval); CAT EFC 1a(L);  Allison C4(L)

ADNOC VOYAGER HPSD PLUS 15W-40

20W-50

10W-40 

Synthetic Base. 10 TBN. API CH4 / SJ Approved; API CI-4(L); Mercedes Benz MB – Approval 228.3 (L); 

Volvo VDS 3 Approved; ACEA E7 (Self Approval); MAN M 3275(L); Mack EO-N(L); Renault RVI RLD(L); 

Cummins CES 200076

ADNOC VOYAGER HPSD PLUS 25W-50

25W-70

API CH4; 10 TBN

ADNOC VOYAGER HPSD 10W-30

15W-40

25W-70

Synthetic Base. 10 TBN. API CG-4/SJ(L);  MB 228.3(L); CAT TO-2 (L)

ADNOC VOYAGER HD 10W30

10W-40

15W-40

20W-50

25W-50

20W-70

20W 40

10 TBN; API CF-4(L); CAT TO-2 (L)

ADNOC VOYAGER HD 10W

30

40

50

70

10 TBN; API CF(L) 

ADNOC U.D.E.O S3+ 10W

40

50

20 TBN; API CF(L) 

ADNOC DIESEL ENGINE OIL SUPER 40

50

15W-40

20W-50

5 TBN; API CD (L)

ADNOC VOYAGER PLUS 40 API CF (L); MTU Approved (except series 8000,4000-04, 956TB31/TB32/TB33 &1600) and DCC 

engine series 2000/4000 Approved.

HYDRAULIC OIL H68 ASTM D6158 Type HM, Parker Hannifin (Denison) HFO, HF1 and HF2, DIN 51524 Part 2 (HLP) 

Eaton Brochure 03-401-2010, Eaton E-FDGN-TB002-E, ISO 11158 Categories HM and HV

HYDRAULIC OIL H46 ASTM D6158 Type HM, Parker Hannifin (Denison) HFO, HF1 and HF2, DIN 51524 Part 2 (HLP) 

Eaton Brochure 03-401-2010, Eaton E-FDGN-TB002-E, ISO 11158 Categories HM and HV

DIESEL
ENGINE OILS

Product Name Viscosity Grade Standard Specifications

CARTON PAIL DRUM
1L | 4L | 5L 20L | 25L 208L

HYDRAULIC
OILS

CARTON PAIL DRUM
4L 20L 208L
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ADNOC GEAR OIL SX 75W-80
75W-85
75W-90

Fully Synthetic. API GL-5; ZF TE-ML 05A, TA, 12E, 16B,C&D, 17B,19B, 21A; MAN 342 M2; DAF (ZF 
Transmissions); IVECO (ZF Transmissions)

ADNOC GEAR OIL GX LS (Limited Slip) 80W-90
85W-140

Limited Slip Drive Gear Oil. API GL-5; ZF TE-ML 05C(L); ZF TE ML-12C(L)

ADNOC GEAR OIL GX 90
140
80W-90
85W-90
85W-140

API GL-5; MB 235(L); MIL-L-2105D(L)

ADNOC GEAR OIL GP 90
140
80W
80W-90
85W-90
85W-140

API GL-4; MIL-L-2105D; MB 235.1(L)

ADNOC GEAR OIL GL 3 90
140
80W-90
85W-90
85W-140

API GL-3

ADNOC GEAR OIL GL 1 90
140
80W-90
85W-90
85W-140

API GL-1

AUTOMOTIVE
GEAR OILS

ADNOC BRAKE FLUID DOT 3  FMVSS116 DOT 3;  SAE J 1703

ADNOC BRAKE FLUID DOT 4  FMVSS116  DOT 4; SAE J 1704

Product Name Viscosity Grade Standard Specifications

ADNOC AUTOCOOL LL (LONG LIFE) 33%
50%
100%

Organic Acid Technology (OAT) based coolant. 500,000 Kms range. Meets Specifications of ; MB 
Sheet 325.3; Ford WSS-M97B44D; Porsche; GM; MAN 324 Typ. SNF; Volvo; Detroit Diesel; VW / Audi 
TL 774D; MTU; MTL 5048; DAF74002; Komatsu 07.892; Duetz; Hyundai; Kia; Wartsilla DLP 799861; 
Liebherr MD-136-130

ADNOC AUTOCOOL LLT (LONG LIFE – 
TEMPERATURE BASED)

-25 Deg C
-35 Deg C
-45 Deg C

Organic Acid Technology (OAT) based coolant. 500,000 Kms range. Meets Specifications of ; MB 
Sheet 325.3; Ford WSS-M97B44D; Porsche; GM; MAN 324 Typ. SNF; Volvo; Detroit Diesel; VW / Audi 
TL 774D; MTU; MTL 5048; DAF74002; Komatsu 07.892; Duetz; Hyundai; Kia; Wartsilla DLP 799861; 
Liebherr MD-136-130

ADNOC AUTOCOOL 33%
40%
50%
100%

Organic Acid Technology (OAT) based coolant. 100,000 Km range

ADNOC AUTOCOOL T
(TEMPERATURE BASED)

-25 Deg C
-35 Deg C
-45 Deg C

Organic Acid Technology (OAT) based coolant. 100,000 Km range

AUTOMOTIVE
COOLANTS

BRAKE FLUID
CARTON

0.25L | 0.50L

DRUM
208L

CARTON
4L

CARTON PAIL DRUM
1L | 4L 20L 208L
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ADNOC FLUSHING OIL 32 For Traditional Engine Flushing

FLUSHING OIL

ADNOC MP GREASE MOLY NLGI 2 
3

Molybdenum Di-sulphide (MoS2) based multi-purpose grease

ADNOC GREASE EP MOLY (LF) NLGI 2
3

Molybdenum Di-sulphide (MoS2) and Extreme Pressure additive loaded grease for Heavy duty 
equipment loaded bearings lubrication

ADNOC GREASE EP NLGI 1
2
3

Extreme Pressure Additives based grease for Wheel and electrical motor Bearings
lubrications in construction equipment

ADNOC GREASE MP NLGI 2
3

Multi - purpose chassis grease and light duty applications

ADNOC GREASE LX EP NLGI 2
3

Lithium Complex Extreme Pressure Additive Loaded based grease for longer life for High 
Temperature, high loaded, Wheel and Electrical motor Bearings lubrications

ADNOC GREASE LX NLGI 2
3

Lithium Complex Soap based grease for longer life for High Temperature, loaded, Wheel and 
Electrical motor Bearings lubrications

ADNOC GREASE EM NLGI 3 Dedicated Electric motor bearing Grease with extra tackiness

ADNOC GREASE CS EP NLGI 000
00
0

Extreme Pressure Additives based grease for Centralized Systems 

Product Name Viscosity Grade Standard Specifications

ADNOC ATF UNIVERSAL Automatic Transmission Fluid for all 
modern cars. 

Fully Synthetic; For All American, European, Japanese and Korean Vehicles. GM DEXRON 
IIIH/VI; Ford Mercon V; Allison TES-295; Allison C4; Mercedes Benz 236.6; MAN 339 Type 
V-1, V-2, Type Z-1, Z-2 and Z-3; Voith H55.6335; Volvo 97341; ZF TE-ML 02F 04D, 05L, 
11A, 11B, 14A, 14B, 14C, 16L, 16M, 17C, 20C; JASO 1-A; Audi: G 055 025 A2; BMW: ETL-
7045E; Chrysler ATF +3/4; Ford FNR5; Honda Z-1; Hyundai SP-III; Mazda ATF M III; ATF-MV; 
Mitsubishi Diamond SP-III; Nissan N402; Toyota T-IV

ADNOC CVT FLUID For all modern cars having Continuously 
Variable Transmission (CVT) 

Fully Synthetic: For All European, Japanese and Korean Cars having Continuously Variable 
Transmission (CVT). Suitable for Chain, Push Belt type CVT.  Meets Specifications for : 
Audi/ VW  TL 52180; G 052 180;  FORD  CVT 30/ CVT 23;  HONDA  ACF2;   TOYOTA  CVTF;   
NISSAN  NS- 2;  MITSUBISHI  CVT- J1/ SP- III;  SUBARU  CVTF;  DAIHATSU  TC;  HYUNDAI/ 
KIA  SP III;  SUZUKI  TC/ NS- 2;  DODGE CALIBER  NS- 2;  GM/ SATURN  DEX- CVT; 

ADNOC DCT FLUID For all modern cars having Dual Clutch 
Transmission

Fully Synthetic; Meets Specifications for:  Audi: VW TL 052 182/ VW TL 052 529 ;  BMW 
(Getrag): 83 22 2 148 578/579 ; 83 22 0 440 214/83 22 2 ;l 147 477 ; BMCTF-1- Citroen/
Peugeot: PSA 9734.S2 ;  Ferrari: TF DCT-F3 ; Fait: BOT 341- Ford/Getrag/ Nissan : Ford 
M2C936A; Mercedes -Benz: MB; 236.21/MB 236.25 - Mitsubishi : MZ320065 Dia-Queen 
SSTF-1 - Porsche (ZF): Porsche Oil No. 999.917.080.00 (FFL-3) - Renault: BOT 450 ; Volvo: 
1161838 -1161839 - Seat/Skoda/VW: VW TL 052 182

ADNOC TRANSMISSION OIL T4 10W
30
40
50
60

Caterpillar TO-4 and TO-4M; Allison C4; Komatsu KES 07.868.1 (2002); API MT-1; ZF TE-
ML-03C, ZF TE-ML-07F

ADNOC  AUTOMATIC TRANSMISSION 
FLUID  DEXRON III H

 Fully Synthetic; General Motors DEXRON IIIH; Ford Mercon; Allison C4

ADNOC AUTOMATIC TRANSMISSION FLUID DII  Synthetic Base; General Motors DEXRON II-D

TRANSMISSION
FLUIDS

AUTOMOTIVE
GREASES

CARTON PAIL DRUM
0.5KG | 1KG 15KG 175KG

DRUM
208L

CARTON
4L

CARTON
4L
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ADNOC SUPREME PLUS 2T ENGINE OIL Fully Synthetic; Low Smoke; API TC; JASO FD; ISO L-EGD 

ADNOC SUPREME 2T ENGINE OIL Synthetic Base; Low Smoke;  API TC; JASO FD; ISO L-EGD

 DEDICATED  MOTORCYCLE ENGINE OIL   

ADNOC VOYAGER MPX4  SN 10W-30
10W-40

Fully Synthetic; API SN Approved; JASO MA1 / MA2 Approved 

ADNOC VOYAGER MPX4  SN S 10W-30
10W-40
15W-40
20W-40

Synthetic Base; API SN Approved;  JASO MA1 / MA2 Approved

ADNOC VOYAGER MPX4 FS L 10W-30
20W-40
20W-50  

Fully Synthetic. API SL Approved;  JASO MA1 / MA2 Approved

ADNOC VOYAGER MPX4 L 10W-30
20W-40
20W-50  

API SL Approved;  JASO MA1 / MA2 Approved

ADNOC VOYAGER MPX4 G 20W-40
20W-50

API SG(L);  JASO MA1

ADNOC VOYAGER MPX4 F 40 API SF(L);  JASO MA1 

ADNOC VOYAGER MPX4 FP 20W-40
20W-50

API SF(L);   Perfumed and Coloured

 DEDICATED SCOOTER ENGINE OIL 

ADNOC VOYAGER SPX4 SN 10W-30
10W-40 

Fully Synthetic;  API-SN Approved; JASO MB Approved

ADNOC VOYAGER SPX4 SN S 10W-30
10W-40

Synthetic Base;  API SN Approved; JASO MB Approved

ADNOC VOYAGER SPX L 10W-30
10W-40

API SL Approved; JASO MB Approved

2 STROKE
OIL - 2T

Product Name Viscosity Grade Standard Specifications

ADNOC NGEO 40 LA 40 API CF; Low Ash - 0.46%; CAT(L); Waukesha(L); 

ADNOC NGEO 40 MA 40 API CF; Medium Ash - 0.69%; Hyundai(L) ; Nigata (L)

ADNOC NGEO 40 AF 40 API CF; Ash Free - 0%; Cummins(L); GE Jenbacher (L)

ADNOC  SYN GVEO 10W-40
15W-40
20W-50

Fully Synthetic Gas Vehicle Engine Oil (GVEO). API SN Plus Approved;
Expected Mileage 25,000 Kms

ADNOC GVEO 10W-40
15W-40
20W-50

API SL Approved;  Gas Vehicle Engine Oil - GVEO Expected Mileage 10,000 Kms

NATURAL
GAS ENGINE OIL

DRUM
208L

CARTON
4L

4 STROKE
OIL - 4T

CARTON
1L | 4L

CARTON
1L | 4L
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Al-Muqarram Auto Parts L.L.C
P. O. Box: 60235, Dubai, UAE, Tel: +971 4 2241423, Fax: +971 4 2241450

800 - A-MAP (2627)


